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TECHNICAL DATA:

SCOPE:

JÄSPI-ECONATURE provides high efficiency operation. Tested per EN 303-5, it showed an efficiency of 85 %.
Boiler operation and maintenance can be done at the front and on top. Sensors and control instruments are
located at a convenient height. Note that wood quality and moisture are essential for fuel consumption and
reliable operation. The moisture of burning wood must be lower than 25 %. Suitable wood is 50 cm long.

1. Induced-draft fan
2. Flue nozzle

3. Filling port
4. Maintenance hatch
5. Cleanout
6. Air chamber hatch
7. Electric leads
8. R32 F-threaded outlet to

accumulator
9. R32 F-threaded return from

accumulator
10. R15 F-threaded drain

connection
11. R25 F-threaded expansion

connection
12. R15 F-threaded flue gas

detector / analyzer connection
13. Control panel
14. Flame monitor glass
15. Upper primary air adjusting

plate
16. Lower primary air adjusting

plate
17. Secondary air adjusting plate
18. 75 mm mineral wool insulation
19. Ceramic fire bar
20. Turbulators
21. Firing throat
22. Storage furnace
23. Combustion furnace
24. Convection ducting

(90º rotatable in
both directions)

Stack recommendations: for a metal stack, min. Ø 150 mm; for a brick stack, min. 180 х 180 mm
(approx. 300 cm = whole brick). Stack height: min. 5 m.
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We reserve the right to modify design and dimensions.

Boiler dimensions, mm Furnace dimensions, mmJÄSPI
MODEL Height Width Depth Height Width Depth

Power
kW

Volume
l

Weight
kg

Design
pressure,

bar

Design
temp.,

°С

Min.
draft,
Pa

Econature 1670 570 1160 600 350 550 40 120 450 1.5 100 5

Bioheat
Farmageddon
Stoke Trister
Wincanton
Somerset
BA9 9PF
01963 32604 / 07885 780753
www.biomassheating.co.uk
o�ce@biomassheating.co.uk


